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Input

MPEG2 TS over IP
SPTS and MPTS
PID/Program filtering

Satellite (DVB-S/S2 - QPSK) 
Terrestrial (DVB-T - OFDM)
(option - ready Q2 2008)

DVB-CI interface (option)
(option - ready Q2 2008)

MPEG-2 TS (ISO/IEC 13818-1)
MPEG-2 MP@ML (SD)
MPEG-1 Layer I, II, II
AC-3 Audio

Processing

Output

Unicast or Multicast
IPv4 and IPv6 ready
IETF RFC 3550

Standard 
IETF RFC 4566.

Physical

Dimensions

Weight
Format
Power supply
Power consumption

43 x 440 x 274 mm
1.7 x 17.4 x 10.79 in.
3.4 kg
1 RU x 19”
100-240VAC
100W

Operating temperature
Storage temperature
Humidity

0 to 50°C / 0 to 122 °F
-20°C to 70°C / -4°F to 158°F
0 to 95%, non condensing

Environment

Management and control

RoHS
2002/95/EC

TransCaster
Mobile TV Transcoder

HTTP interface

SNMP

LCD

Upgrade

Intuitive and easy configuration 
with modern web interface

SNMPv2 full support
Gets, sets and configurable
traps for NMS supervision

Easy equipment setup and monitoring

Flexible firmware upgrade mechanism
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H.264 / MPEG-4 AVC ISO/IEC 14496-10
Baseline Profile at any levels
Any mobile resolutions (CIF, QVGA, QCIF, ...)
Any bit rate (up to 1 Mb/s)
Any frame rate (up to 30 fps)

Optimized for SD to Mobile conversion
Smart rescaling and cropping, with smart 
aspect ratio handling
Deinterlacing, denoising, deringing prefilters
Brightness, contrast, saturation control

AAC-HEv2 - ISO/IEC 14496-3 
User configurable from 8 to 96 kb/s
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Network Interfaces
GbE 1 GbE 2 GbE 3 GbE 4Serial Support
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Media

Video

Video filtering

Audio

RTP transport

SDP file

Broadcast quality encoding engines

Satellite Terrestrial


